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Svaka tipka uključuje pojedinu scenu. 
Tipke 1-15 programiraju se unaprijed 
programom PRO DMX 2.

Slijedeća ili prijašnja scena 

Pauza: zaustavlja korak u trenutnoj sceni

Blackout: zaustavlja trenutnu scenu i sve 
DMX vrijednosti postavlja na nulu.

Povećava vrijednost dimera 

Povećava brzinu 

Samnjuje vrijednost dimera 

Smanjuje brzinu 

Svaka tipka uključuje pojedinu scenu. 
Tipke 1-15 za 1 zonu.
Tipke 1-9 za više zona.
Scene se dodaju pojedinim tipkama isključivo
aplikacijom za programiranje.

Za 2 i više zona pritisnite tipku za zonu.
Raspoloživo je 5 zona: A, B, C, D i E
Pritisnite [ ] za grupiranje svih zona 
odjednom. 

Povećanje ili smanjivanje vrijednosti 
odabranog načina rada: Scene +/-, 
Dimer +/-, Brzina +/-, Boje +/- 

Izlaz iz načina rada s bojama 

Ulaz u način rada s bojama

CLUB IR daljinski CHROMATEQ 

NAČIN RADA DALJINSKOG ZA STARE MODELE KONTROLERA (LP128, LP512): 

NAČIN RADA DALJINSKOG  S NOVIM CLUB KONTROLERIMA: 

Pauza: zaustavlja korak u trenutnoj sceni

Ulaz u način rada dimera 

Blackout: zaustavlja trenutnu scenu i sve 
DMX vrijednosti postavlja na nulu.

Ulaz u način rada izmjene brzine 

Ulaz u način rada sa scenama
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Functions descriptions 

Scene +/-: Each push selects the next or previous scene of the current Zone. Scene are play immeditely. 

Master Dimmer: Increases or decreases the RGB, CMY and dimmer channels of the current zone. The CMY, RGB, Dimmer 

channels are defined in the Profile of the fixture and the stand-alone mode. 

Scene Speed: Increases or decreases the speed of the current scene in the current zone. A different speed can be chosen 

separately for each scene. 

Zones: Choose a Zone (A,B,C,D,E or Global [ ]). Then select a scene or mode to trig in the selected zone. 

Modes: Select a Mode from Speed, Dimmer, Color or Scenes, then use +/- to change values. 

IR Codes 

 Codes  




